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Single Duct VAV Boxes14

Model SDV5
Single Duct Terminal Units

Size CFM Range

Dimensional Data (W × H × L) Model SDV5 List Prices

VAV Box Hot Water Coil
Bare Box with 

Pickup

Electric Pressure 
Dependent with 

Thermostat

Pneumatic 
Pressure 

Independent*
2-Row HW Coil 

Model CAD†

6 66 - 450 12 × 8 × 20Z, 12 × 8 × 9 $325. $715. $715. $234.

8 132 - 800 12 × 10 × 20Z, 12 × 10 × 9   345.   732.   732.   248.

10 221 - 1350 14 × 12½ × 20Z, 14 × 12½ × 9   373.   756.   756.   290.

12 304 - 2100 16 × 15 × 20Z, 16 × 15 × 9   391.   776.   776.   356.

14 439 - 3000 20 × 17½ × 23B, 20 × 17½ × 9   422.   817.   817.   488.

16 568 - 4000 24 × 18 × 23B, 24 × 18 × 9   456.   825.   825.   547.

All dimensions are in inches.
Note: Asterisk (*) denotes that this control enables the box to be field adjusted for normally open or normally closed damper position and can operate on either a direct 
acting or reversing acting thermostat (supplied by others). 
Note: Model SDV5 is stocked in Hanover and Stratford only.  2-Row Hot Water Coil is stocked in Hanover only.   All terminal boxes have closed cell insulation.  
† Hot Water Coil in sleeve with slip joint connection for field mounting M," OD Sweat Connection and access door for inspection and maintenance. 

Model SDV5HCRL
Single Duct Terminal Units for 
Hospitals, Clean Rooms & Laboratories

Size

Dimensional Data

Inlet Max CFMWidth Height Length

6 12 8 61Z, 6 450

8 12 10 61Z, 8 800

10 14 12½ 61Z, 10 1350

12 16 15 61Z, 12 2100

All dimensions are in inches.
Note: Stocked in Hanover only.

Removable Inlet Sensors
Integral Silencer
Solid Metal Liner
Hot Water Access Door (in attenuation section)
2 Row Hot Water Coil
Controls Enclosure (controls by others)

•
•
•
•
•
•

Standard Construction Features

16 ga. Corrosion resistant metal valve with 
polyurethane gasket, 45° rotation.  ½" solid 
steel shaft with self lubricating bearings and 
indicator slot to show damper position.  
Damper leakage is less than 2% at 3" w.g.
inlet static pressure.

Contact Us For Pricing

Model CAD Hot Water Coil
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Fan Powered VAV Boxes 15

VAV Accessories & Replacement Parts

A B C

D E F

Key Description List Price

A 24 Volt Transformer $53.

B 24 Volt Electric Actuator 200.

C 24 Volt Electric Thermostat 186.

D Pneumatic Actuator   68.

E Pneumatic Controller 235.

F Air Flow Inlet Sensor   73.

Model FDC5
Fan Powered Terminal Units

Size

Dimensional and Performance Data PSC Motor

Maximum 
CFM

Primary 
Air Inlet Height Width Length

Motor 
H.P.

Full Load Amps

115V 240V 277V

20 550 6, 8 24 14 28 Z, 3.4 0.9 1.1

40 1800 10, 12 36 17½ 32 ½ 11.2 4.3 4.0

60 3000 14, 16 46 20 38 1 -- 8.2 8.2

70 3400 16 55 20 54½ 2 × ¾ 23.2 8.6 9.4

Constant volume series box
Fan intake filter
Door interlock disconnect switch
Single point wiring
Hot Water Coils or Electric Heat Available
CFM is not factory pre-set
PSC Motor

•
•
•
•
•
•
•

Standard Construction Features

All dimensions are in inches.
Note: Fan CFM @ .50 SP.

Not Stocked 

Available on 
Quick Ship from 

Factory

Contact Us for 
Pricing

Chilled Water 
Hot Water
DX Evaporator
Heat Reclaim

•
•
•
•

Standard Steam
Non-Freeze Steam
Booster 
Condenser

•
•
•
•

Competitive Pricing and Quick Ship Availability on an array of replacement coils.

REPLACEMENT COILS
Now Available!

ECM Motor•
Optional Accessories
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Thermal Diffusers16

Model VPD-HC (Disc Damper, Heating & Cooling)
Varitherm® VAV Cooling & Heating Diffuser

The Price Varitherm® self-modulating diffuser series is designed to pro-
vide accurate personal VAV control, while being easy to install, operate, 
and maintain.  Thermal sensors, mounted just above the plaque, sense 
the room temperature and modulate a damper according to the supply 
air temperature and load in the room -- all done mechanically so there 
is no requirement for power or wiring.

Ease of Installation
Independent Heating & Cooling Temperature Set Points
Minimum Airflow Adjustment
Automatic Heating / Cooling Changeover
Room Side Balancing Mode Adjustment
Incorporated Forced Open Mode
No Turn Down Effects
Retrofit package Available (for use with Price Model SCD/SPD)

•
•
•
•
•
•
•
•

Features

Sizes Available: 6", 8", 10", 12" 
(24 × 24 T-Bar)

Contact Us For Pricing on this model and 
other VAV products available from Price.

Therma-Fuser™ Thermally Powered VAV Diffusers
Every Acutherm Therma-Fuser™ module is a VAV zone of temperature 
control providing pleasing comfort in both heating and cooling.  Built 
in thermostats sense average room air temperature from a  sample of 
air induced into the unit.  It controls air flow to precisely match the 
comfort requirements of the room or portion of the room served.  Oc-
cupants breath easier knowing that their personal temperature choice 
will not be changed by someone else.

Model TF-HC (Blade Damper, Heating & Cooling)
Model ST-HC (Disc Damper, Heating & Cooling)
Model TB-C (Disc Damper, Cooling Only)

Individual Temperature Control for Heating & Cooling
Superior Temperature Control
Better Senses Average Room Temperature
Lowest Cost Per Zone of Control
Lowest Energy VAV Terminal
Low to No Maintenance
Easily Adaptable to Office Layout Changes
Aesthetic Appearance

•
•
•
•
•
•
•
•

Features

Sizes Available: 6", 8", 10", 12" 
(24 × 24 T-Bar)

Contact Us For Pricing on this model and 
other VAV products available from Acutherm.

Acutherm products are only available in 
the following territories: CT, NY, VT, and 

Western Massachusetts.




