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Sidewall Propeller Fans66

Dimensional Data (Sizes 8-12)

Model A B* C* E

SE1-8 13 7 5 8C,

SE1-10 15 8¾ 5 10C,

SE1-12 18 10¾ 8¼ 12C,

* Varies with motor selection.  All dimensions are in inches.

Heavy gauge, galvanized steel fan panel with pre-
punched mounting holes
Resilient motor mounts isolate motor vibrations
Corrosion resistant fasteners
Thermal overload protection with all motors
Riveted Aluminum Blades

Sizes 8-12 - heavy gauge welded zinc plated 
wire drive frame
Sizes 14-20 - Die formed, galvanized steel 
drive frame assembly

UL/cUL 705 Electrical

•

•
•
•
•

•

Standard Construction Features

Dimensional Data (Sizes 14-20)

Damper Motor Kit, Model MP300 - 120V List $315.
Speed Control Switch   		        List $52. 
Backdraft Damper, Model WD320
Motor Side Guard   

•
•
•
•

Model SE-1
Sidewall Propeller Exhaust Fan Direct Drive
The Greenheck Model SE-1 is a direct drive sidewall propeller fan.  This 
model fan is used to handle exhaust requirements for smaller size applica-
tions and lower static pressures.  Propellers are constructed of galvanized 
steel blades. 

B*
C* D

E

Airflow
Exhaust

A Sq.

E

B*
C* D

Airflow
Exhaust

A sq.
G sq.

Model A B* C* E

SE1-14 20 11¼ 8½ 14C,

SE1-16 22 11¾ 8M, 16C,

SE1-18 24 14 10M, 18C,

SE1-20 26 17¼ 11 20½

* Varies with motor selection.  All dimensions are in inches.

Optional Accessories

Greenheck certifies that the S models shown herein are licensed to bear 
the AMCA Seal.  The ratings shown are based on tests and procedures 
performed in accordance with AMCA Publication 211 and AMCA Pub-
lication 311 and comply with the requirements of the AMCA Certified 
Ratings Program.

UL/cUL 705
E40001-S

Motor Side Guard - Protective guard of welded steel 
wire completely encloses the motor and drive of the 
fan.  Guards are coated with PermaTector™, a ther-
mal setting polyester urethane.  OSHA approved.
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Sidewall Propeller Fans 67

Model SE-1
Performance Data & Pricing

Performance shown is for Model S1 exhaust for installation type A: Free inlet, Free outlet.  Performance ratings do not inlcude the effects of appurtenances in the airstream.  
Speed (RPM) is nominal.  Performance is based on actual speed of test.  The sound ratings shown are loudness values in fan sones at 5 feet (1.5m) in a hemispherical free 
field calculated per AMCA Standard 301.  Values are for installation type A: free inlet sone levels.  The AMCA Certified Ratings Sound Seal applies to sone ratings only.

Model
Fan 
RPM

Sones 
@ F.A.

# of 
Blades

Prop 
Pitch

Static Pressure in Inches of W.G. List Prices

0 0.1 0.125 0.25 0.375
Fan 

115/60/1
BDD Model  

WD320
Motor Side 

Guard

SE1-8

E 1050 1.5 4 40 311 126 100

$516.
$128.

10 x 10
IncludedG 1350 3.5 4 40 399 256 198

D 1550 4.9 4 40 459 351 307 167

SE1-10

E 1050 3.2 4 40 626 361

  532.
  135.

12 x 12
IncludedG 1350 4.9 4 40 804 655 615

D 1550 5.9 4 40 924 800 763

SE1-12

E 1050 4.3 4 32 981 744 678

  589.
  147.

14 x 14
IncludedG 1350 6.0 4 32 1262 1097 1037 798

D 1550 7.5 4 32 1449 1309 1271 1042 860

SE1-14-B 1160 7.3 4 40 1604 1406 1350 908 720   702.
  159.

16 x 16
$253.

SE1-16-B 1160 7.6 4 28 2235 2058 2012 1710 1126   748.
  177.

18 x 18
  268.

SE1-18-B 1160 10.2 4 29 3238 2987 2908 2434 1510   849.
  197.

20 x 20
  284.

SE1-20-B 1160 13.8 4 28 4227 4030 3974 3621 1233.
  217.

22 x 22
  306.

Stock Model SE-1 sidewall propeller exhaust fans include aluminum propeller, heavy gauge wire motor support, UL 705 and CSA labels
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Sidewall Propeller Fans68

Model SBE-1
Sidewall Propeller Exhaust Belt Drive
The Greenheck Model SBE-1 is a belt driven sidewall propeller fan.  This 
model fan is used to handle exhaust requirements for smaller size applica-
tions with low static pressures and low sound levels.  Propellers are con-
structed of galvanized steel blades. 

Dimensional Data

Model A B C D E

SBE-1L-24 32 19½ 16Z, 1¼ 24B,

SBE-1L-30 38 22½ 18¼ 1¼ 30B,

SBE-1L-36 44 21½ 16½ 2 36B,

SBE-1L-48 56 25 19 2 48¾

All dimensions are in inches.

A sq.

E

B

Airflow
Exhaust

C D

Die formed, galvanized steel drive frame assembly
Adjustable motor pulley
Ball bearing motors
Fan shaft mounted in ball bearing pillow blocks
Static resistant belts
Corrosion resistant fasteners
Galvanized and riveted steel blades
Thermal Overload Motor (single phase motor) or 
TEFC Motor (three phase motor)
UL/cUL 705 Electrical

•
•
•
•
•
•
•
•

•

Standard Construction Features

Greenheck certifies that the S models shown herein are licensed to bear 
the AMCA Seal.  The ratings shown are based on tests and procedures 
performed in accordance with AMCA Publication 211 and AMCA Pub-
lication 311 and comply with the requirements of the AMCA Certified 
Ratings Program.

UL/cUL 705
E40001-SB

Disconnect Switch, Single Phase   	 List $35.*
	 	 	 		  List $131.*
Backdraft Damper, Model WD320
Wall Collar
Motor Side Guard

•
•
•
•
•

Optional Accessories

*Disconnects are shipped in the loose, unmounted state.

Wall Collar >

< Motor Side Guard

Three Phase
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Sidewall Propeller Fans 69

Model SBE-1
Performance Data & Pricing

Performance shown is for Model SB exhaust for installation type A: free inlet, free outlet.  Power rating (BHP) does not include drive losses.  Performance ratings do not 
include the effects of appurtenances in the airstream.  The sound ratings shown are loudness values in fan sones at 5 feet (1.5m) in a hemispherical free field calculated 
per AMCA Standard 301.  Values are for installation type A: free inlet sone levels.  The AMCA Certified Ratings Sound Seal applies to sone ratings only.

Stock Model SBE-1 sidewall propeller exhaust fans include: steel propellers and UL 705 and CSA labels.

Model HP
Fan 
RPM

Max 
BHP Sones

Static Pressure in Inches of W.G. List Prices

0 0.1 0.125 0.15 0.2 0.25
Fan 

1 Phase
Fan 

3 Phase

BDD 
Model  
WD320

Motor 
Side 

Guard
Wall 

Collar

SBE-1L24-4 ¼
562 0.17 12.1 4673 3577

$1327. --

$263.
26 x 26

$355. $356.

688 0.30 12.8 5721 4890 4659 4378

SBE-1L24-3 Zc
711 0.33 13.2 5912 5114 4891 4654

  1379. $1279.
759 0.40 14.1 6311 5572 5367 5158 4621

SBE-1L24-5 ½
811 0.50 15.6 6744 6062 5872 5677 5255 4528

  1463.   1412.
863 0.60 17.4 7176 6545 6367 6187 5820 5345

SBE-1L30-4 ¼
390 0.16 9.5 6453

  1516. --

  368.
32 x 32

  409.   399.

475 0.30 11.6 7859 6394 5880

SBE-1L30-3 Zc
491 0.33 12.1 8124 6742 6248

  1624. --
523 0.40 13.0 8654 7426 6970 6503

SBE-1L30-5 ½
564 0.50 14.3 9332 8261 7861 7436

  1708.   1657.
598 0.60 15.5 9895 8897 8583 8185 7366

SBE-1L30-7 ¾
645 0.75 17.2 10672 9766 9507 9190 8446 7562

  1909.   1745.
685 0.90 18.7 11334 10496 10252 10009 9331 8621

SBE-1L36-3 Zc
329 0.25 12.3 9491 6447

  1670. --

  462.
38 x 38

  512.   515.

384 0.41 11.8 11078 8915 8018 6661

SBE-1L36-5 ½
412 0.50 12.7 11885 9912 9249 8353

  1755.   1703.
438 0.61 13.6 12635 10808 10289 9571

SBE-1L36-7 ¾
471 0.76 14.5 13587 11924 11442 10947 9408

  1955.   1791.
500 0.90 15.3 14424 12889 12435 11980 10807 8915

SBE-1L36-10 1
518 1.01 16.1 14943 13482 13043 12604 11568 10083

  2067.   1934.
550 1.21 17.6 15867 14525 14112 13699 12872 11681

SBE-1L48-5 ½ 266 0.50 9.7 17140 12380   2129.   2078.
  759.

50 x 50
  716.   698.SBE-1L48-7 ¾ 305 0.76 11.8 19653 16195 14705 12400   2330.   2165.

SBE-1L48-10 1 335 1.00 13.7 21586 18559 17625 16199   2441.   2309.
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Centrifugal Utility Fans70

Dimensional Data

Model SWB Series 200
Centrifugal Utility Fan Belt Drive

Model A B C D E F H

SWB-212 23 28C, 21C, 16M, 15½ 9B, 13

SWB-216 30C, 38Z, 28 22M, 19½ 13Z, 17½

SWB-220 37 46 33B, 27C, 23¾ 15M, 21Z,

SWB-224 41½ 57¾ 40B, 33B, 25 19½ 25M,

All dimensions are in inches.

The Greenheck Model SWB Series 200 is a belt driven centrifugal utility 
fan.  These fans have several advantages of higher operating efficiencies, a 
non-overloading horsepower curve, and higher pressure capability. 

Housing
Heavy gauge steel housing with lock formed seams
Unit support angles with pre-punched mounting 
holes
Adjustable motor plate
Corrosion resistant fasteners
Slip Fit Outlet
Coated with permatector
Weatherhood
UL/cUL 705 Electrical

Bearings, Shaft & Wheel
Heavy duty lubricatable, self-aligning ball bearing 
pillow blocks
Polished, solid steel shafts
Backward inclined steel wheel

•
•

•
•
•
•
•
•

•

•
•

Standard Construction Features Optional Accessories

C

D

B

E F

H

A O.D.

Greenheck certifies that the SWB models shown herein are licensed to 
bear the AMCA Seal.  The ratings shown are based on tests and proce-
dures performed in accordance with AMCA Publication 211 and AMCA 
Publication 311 and comply with the requirements of the AMCA Certi-
fied Ratings Program.

UL/cUL 705
E40001-SWB

Disconnect Switch, Single Phase 	 List $35.*
					     List $131.*

Vibration Isolation Base   		  List $115.
Drain Connection/Cap  		  List $87.*

•

•
•

*Shipped in the loose, unmounted state.

Three Phase
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Centrifugal Utility Fans 71

Model SWB Series 200
Performance Data & Pricing

Performance shown is for installation type B: Free inlet, Ducted outlet.  Power rating (BHP) does not include drive losses.  Performance ratings do not include the effects 
of appurtenances in the airstream.

Stock Model SWB utility fans include: CW-TH rotation, weatherhood, UL 705 Electrical.

Model HP RPM
Max 
BHP

Static Pressure in Inches of W.G. List Prices

0.25 0.5 0.75 1.0 1.5 2.0 2.5 3.0
Fan 

1 Phase
Fan

3 Phase

SWB-212-4 ¼ 1500 0.251 1443 1323 1185 990 $2451. --

SWB-212-3 Zc 1651 0.334 1606 1504 1388 1252   2586. $2614.

SWB-212-5 ½
1770 0.414 1734 1645 1538 1421 1048

  2596.   2665.
1891 0.501 1867 1786 1685 1583 1313

SWB-212-7 ¾
2029 0.612 2017 1940 1851 1757 1544 1170

  2803.   2750.
2169 0.751 2169 2092 2016 1928 1742 1490

SWB-212-10 1
2265 0.863 2273 2196 2128 2044 1871 1655 1298

  2982.   2812.
2376 1.001 2392 2315 2257 2176 2016 1833 1574

SWB-212-15 1½

2486 1.150 2509 2434 2377 2306 2153 1986 1772 1435

--   2931.2600 1.316 2629 2559 2501 2440 2293 2140 1962 1718

2716 1.501 2751 2686 2627 2574 2434 2293 2132 1929

SWB-212-20 2
2857 1.740 2899 2840 2779 2730 2603 2470 2326 2164

--   3071.
2998 2.001 3047 2992 2930 2884 2770 2643 2513 2367

SWB-216-3 Zc 982 0.334 2396 2140 1773   3037.  --

SWB-216-5 ½ 1124 0.501 2805 2599 2352 1996   3159.   3228.

SWB-216-7 ¾ 1287 0.752 3267 3092 2897 2676   3367.   3313.

SWB-216-10 1
1347 0.861 3435 3267 3089 2887 2284

--   3375.
1416 1.001 3628 3468 3307 3117 2634

SWB-216-15 1½
1526 1.252 3933 3786 3639 3473 3092 2153

--   3495.
1621 1.503 4195 4057 3917 3774 3438 2976

SWB-216-20 2
1705 1.748 4426 4295 4163 4034 3721 3347

--   3634.
1784 2.003 4643 4519 4392 4267 3980 3652 3191

SWB-216-30 3
1905 2.439 4974 4858 4740 4621 4368 4083 3737 3231

--   3826.
2042 3.004 5348 5240 5031 5019 4800 4537 4257 3904

SWB-216-50 5 2200 3.756 5778 5678 5576 5474 5270 5045 4800 4529 --   4024.

SWB-220-5 ½ 815 0.502 3551 3179 2653   3623.   3692.

SWB-220-7 ¾
876 0.621 3860 3527 3114

  3888.   3777.
934 0.752 4156 3856 3499 2994

SWB-220-10 1
980 0.869 4389 4113 3779 3368

  4009.   3839.
1028 1.003 4631 4366 4061 3709

SWB-220-15 1½
1100 1.228 4.991 4742 4475 4174 3242

--   3958.
1176 1.501 5369 5136 4903 4625 3934

SWB-220-20 2
1230 1.718 5636 5414 5195 4937 4342

--   4097.
1295 2.004 5956 5746 5536 5308 4781 3994

SWB-220-30 3
1395 2.506 6447 6253 6056 5866 5398 4832 2781

--   4290.
1482 3.004 6872 6690 6505 6323 5906 5433 4779

SWB-220-50 5
1622 3.939 7554 7389 7220 7051 6703 6300 5842 5223

--   4759.
1757 5.007 8209 8056 7920 7746 7439 7083 6706 6262

SWB-220-75 7½ 1942 6.760 9107 8971 8834 8692 8407 8128 7792 7451 --   4919.

SWB-224-7 ¾ 681 0.753 5420 4878 4198   4722.   4668.

SWB-224-10 1
715 0.870 5739 5236 4631 3650

  4900.   4730.
749 1.002 6057 5589 5028 4299

SWB-224-15 1½
799 1.216 6516 6093 5592 5013

--   4850.
858 1.506 7050 6664 6227 5726 3775

SWB-224-20 2
895 1.709 7384 7019 6614 6151 4874

--   4989.
944 2.005 7824 7485 7120 6692 5671

SWB-224-30 3
1014 2.482 8449 8143 7807 7435 6583 5222

--   5181.
1080 3.003 9037 8758 8442 8118 7349 6263

SWB-224-50 5
1175 3.867 9878 9623 9345 9054 8401 7650 6650

--   5650.
1281 5.011 10813 10580 10339 10072 9512 8870 8150 7188
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Roof Supply Fans

Dimensional Data

Model RSF
Roof Supply Fan Belt Drive

Model A (Sq.) B (Sq.) C Roof Opening

RSF-90 26 35Z, 25¼ 15 x 15

RSF-120 34 47Z, 27¼ 21 x 21

RSF-150 40 53Z, 31¼ 23 x 23

72

All dimensions are in inches.

The Greenheck Model RSF is a belt driven, roof mounted, filtered supply 
fan designed to provide efficient and economical makeup air.  Galvanized 
steel housings are designed for maximum airflow and weather protection.

Heavy gauge galvanized steel housing
Double width, double inlet forward curved wheel
Removable, insulated cover with quick release 
latches allows complete accessibility for filters and 
blower assembly
Washable aluminum filters, easily removable for 
cleaning
Vibration isolation for entire blower assembly
AMCA Certified Ratings Seal for Air Performance
UL/cUL 705 Electrical

•
•
•

•

•
•
•

Standard Construction Features

Optional Accessories

OV = Average Outlet Velocity
Performance shown is for installation type B: Free inlet, Ducted outlet.  Power rat-
ing (BHP/kW) does not include drive losses.  Performance ratings include the effects 
of filters in the airstream.

Greenheck certifies that the RSF models shown herein are licensed to 
bear the AMCA Seal.  The ratings shown are based on tests and proce-
dures performed in accordance with AMCA Publication 211 and AMCA 
Publication 311 and comply with the requirements of the AMCA Certi-
fied Ratings Program.

UL/cUL 705
E40001 - RSF

Performance Data & Pricing
Stock Model RSF roof supply fans include washable aluminum filters, UL 705 and CSA labels.

Model HP CFM OV
Max 
BHP

Performance in Inches of W.G. List Prices

0.125 0.25 0.375 0.50 0.75 1.0 1.25
Fan

1 Phase
Fan

3 Phase
Roof 
Curb

BDD
WD-410

RSF-90

¼

980 1065 0.23 RPM 521 630 725 812 966

$2567. --
$240.
PFC26

$166.
12 x 12

1200 1304 0.38 RPM 593 685 771 849 994 1125

1420 1543 0.67 RPM 668 747 825 898 1031 1153 1267

Zc
1640 1783 0.71 RPM 746 819 887 953 1077 1191 1298

  2619. $2519.
1860 2022 0.76 RPM 828 894 954 1014 1128 1236

RSF-120

¼ 1840 1179 0.41 RPM 409 487 557 622 737   3287. --

  287.
PFC34

  225.
18 x 18

Zc 2300 1474 0.71 RPM 473 540 601 659 765 859   3338.   3238.

½ 2760 1769 1.26 RPM 541 600 655 705 802 890 973   3422.   3372.

¾ 3220 2064 1.97 RPM 615 664 713 760 847 930 1005   3624.   3459.

1 3680 2359 2.02 RPM 690 731 776 818 899 974 1047   3735.   3603.

RSF-150

¼ 2660 1215 0.47 RPM 340 410 468 524   3828. --

  340.
PFC40

  260.
20 x 20

½ 3350 1530 1.12 RPM 395 454 508 555 646 728   3964.     3913.

¾ 4040 1845 2.01 RPM 454 502 552 597 676 752 823   4165.     4000.

1 4730 2160 3.15 RPM 516 558 597 641 718 784 849   4277.   4145.

1½ 5420 2475 2.88 RPM 579 617 653 687 761 826 885 --   4234.

B

C

2A 1/2 in.

Disconnect Switch, Single Phase   	 List $35.*
					     List $131.*

Intake Backdraft Damper, Model WD410
12" Galvanized  PFC Roof Curb

•

•
•
*Disconnects are shipped in the loose, unmounted state.

Three Phase   
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Gravity Hoods 73

Dimensional Data

Model GRS 
Spun Aluminum Gravity Ventilators

Model A B C D DIA.
THROAT 

AREA (FT²)

GRS-10 19 20½ 7¾ 2 10¼ 0.57

GRS-12 22 29 10 3½ 12¼ 0.82

GRS-15 22 29 10 3½ 14¼ 1.12

GRS-16 26 29 11 4¼ 16¼ 1.45

GRS-18 30 35½ 9¾ 1¾ 20¼ 1.83

GRS-24 34 38¼ 11 4 24½ 3.24

All dimensions are in inches.  Dimension A - given is the inside dimensions of the curb 
cap.  The roof curb should be 1½ inches less than the curb cap to allow for roofing 
and flashing.

The Greenheck Model GRS is an aluminum ventilator designed for intake 
or relief applications with either natural gravity or positive pressure systems.  
The GRS appearance blends with other Greenheck products with its low 
silhouette, avoids the problem of detracting from architectural aesthetics.  
Exceptional design and construction features make this unit a rugged, ef-
ficient and economical air inlet or outlet.

Aluminum housing
Aluminum curb cap with prepunched mounting 
holes
Recommended roof opening dimension is at least 
2.5 inches larger than damper size.

•
•

•

Standard Construction Features

Damper Motor Kit, Model MP100 - 120V  List $164.*
Intake Backdraft Damper, Model WD410
Exhaust Backdraft Damper, Model WD100
Motorized Intake Damper, Model WD200 - 120V†
12" Galvanized  PFC Roof Curb

•
•
•
•
•

Optional Accessories

Performance Data & Pricing
Stock Model GRS spun aluminum gravity ventilators include birdscreen.

Model

Capacities (CFM) List Prices

0.04 0.06 0.08 0.1 0.15 0.2 0.25
Model 
GRS

Roof 
Curb

BDD 
WD-100

BDD 
WD-200

BDD
WD-410

GRS-10
RELIEF 331 406 468 524 641 741 828

$292.
$192.
PFC19

$93.
10 x 10

$474.
10 x 10

$160.
10 x 10INTAKE 279 342 395 442 541 624 698

GRS-12
RELIEF 468 573 662 740 907 1047 1171

  307.
  210.
PFC22

  98.
12 x 12

  491.
12 x 12

  166.
12 x 12INTAKE 400 490 566 633 715 895 1001

GRS-15
RELIEF 663 811 937 1048 1283 1481 1656

  420.
  210.
PFC22

  112.
16 x 16

  578.
16 x 16

  217.
16 x 16INTAKE 553 677 782 874 1071 1237 1383

GRS-16
RELIEF 870 1065 1230 1375 1685 1945 2175

  436.
  240.
PFC26

  112.
16 x 16

  578.
16 x 16

  217.
16 x 16INTAKE 742 908 1049 1173 1436 1658 1854

GRS-18
RELIEF 1060 1298 1499 1676 2052 2370 2649

  524.
  264.
PFC30

  144.
18 x 18

  627.
18 x 18

  225.
18 x 18INTAKE 901 1104 1274 1425 1745 2015 2253

GRS-24
RELIEF 1879 2301 2657 2971 3638 4201 4697

  799.
  287.
PFC34

  155.
24 x 24

  718.
24 x 24

  309.
24 x 24INTAKE 1542 1888 2180 2438 2985 3447 3854

B

C
D

Dia.
A

1    in.

B

C

D

Dia.
A

3/4 1    in.3/4 

* For use with Exhaust BDD Model WD100 only.
† Includes 120V actuator.




