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GENERAL 
Flexmaster Triple Lock Aluminum ducting is an all metal flexible duct that is 
constructed entirely without the use of adhesives.  The Triple Lock Mechanical joint 
makes an air tight seam, while the circumferential corrugations provide excellent 
strength and flexibility.  Minimum bend radius to center line is one diameter.  However, 
our recommended radius is 1½ diameter in accordance with accepted practice.  Triple  
Lock Aluminum ducting provides an ideal solution to the problems 
inherent in most cloth flexible duct. 
 

• Strong, highly puncture resistant 
• Self supporting, eliminates hangers 
• Corrosion resistant 
• Complies with all applicable standards 
• Lightweight 
• Permanent 
• Leak-proof 
• Easily Installed     

 
Triple Lock has much lower pressure loss than conventional cloth ducts due to the 
small but consistent corrugations that provide both strength and flexibility. 
 
Triple Lock Aluminum duct is made from dead soft pure aluminum sheet.  As the 
material has natural vibration damping characteristics, the  installed duct will not 
transmit vibration. 
 
 

BUCK DUCT SPECIFICATIONS  
The flexible ducting shall be FLEXMASTER TRIPLE LOCK Aluminum.  The duct shall 
be made from a tape of dead soft aluminum sheet, spiral wound into a tube and spiral 
corrugated to provide strength and flexibility.  The construction to be triple mechanical 
lock to form a  continuous secure air tight joint.  No adhesives may be used in the  
manufacture.  The duct shall conform to NFPA 90A and be listed by Underwriters 
Laboratories in accordance with Specification 181 Class 0  Air Duct.  

INFORMATIONAL DATAINFORMATIONAL DATA  
Flexmaster Aluminum Air Duct 

Flexmaster Triple Lock Buck Duct 


